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��  mounts on the frame and contacts the axle.

With the vehicle unloaded measure the clearance between the

frame and axle. Then choose the kit that will provide 3/4 to 1 inch

of clearance between the frame and axle.

Kit Unloaded Min. Clearance Max. Clearance Spring Maximum

Number Height with no shims w/1" of shims Diameter Load

SR15565 2 1/2" 3 1/4" 4 1/2" 2 1/8"    550 Lbs.

SR52055 4" 4 3/4" 6" 2 3/8" 1,000 Lbs.

SR72065 4 5/8" 5 3/8" 6 5/8" 2 5/8" 1,000 Lbs.

No air lines - Simply install and forget

Each kit includes 2 rubber springs, 2 inches of adjusting shims, mounting bolts and nuts
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��  can expand up to 2 times its diameter when fully loaded.

Be sure that no other part of the vehicle will touch the rubber spring at full load.
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��
for STREET RODS
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��  is inactive until extra weight is applied

Then they automatically engage to support up to 1,000 Lbs. 
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��  can be installed on all vehicles
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��  replaces the stock jounce bumpers

to provide added stability, improved load carrying

capacity and reduced suspension sag.

Street Rods, Hot Rods, Street Machines, Cars, Trucks

Any vehicle will benefit by installing  ROD RIDE "Plus"


